ARBORTIE
METAL STAKES

PLAN VIEW

(2) 8 METAL STAKES

NOTE: REMOVE DEAD AND BROKEN
BRANCHES AND ALL SUCKER GROWTH.
DO NOT DAMAGE OR REMOVE
CENTRAL LEADER.

PREVAILING WIND

ABRORTIE

CORRUGATED TREE GUARD TUBING
(SEE SPECS)

TREE CALIPER SHALL MEET ANSI Z60—
CURRENT EDITION FOR ROOT BALL SIZE

ROUND-TOPPED SOIL BERM 4" HIGH X
8" WIDE ABOVE ROOT BALL SURFACE
SHALL BE CONSTRUCTED AROUND
THE ROOT BALL. BERM SHALL BEGIN
AT ROOT BALL PERIPHERY
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BOTTOM OF ROOT BALL RESTS ON
EXISTING OR RECOMPACTED SOIL

44 \ Tree Planting Detail
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T 3x widest dimension of root ball. L

SECTION VIEW

KNM_082020

PRIOR TO MULCHING, LIGHTLY TAMP SOIL
AROUND THE ROOT BALL IN 3" LIFTS TO
BRACE TREE. DO NOT OVER COMPACT.
WHEN THE PLANTING HOLE HAS BEEN
BACKFILLED, POUR WATER AROUND THE
ROOTBALL TO SETTLE THE SOIL

EXISTING SITE SOIL ADDED TO CREATE A
SMOOTH TRANSITION FROM THE TOP OF
THE RAISED ROOT BALL TO THE FINISHED
GRADE AT A 15% MAX. SLOPE

AGED HARDWOOD MULCH, 2" DEPTH.
LIGHTLY MULCH OVER ROOTBALL TO
PREVENT DRYING.

ORIGINAL GRADE

~FINISH GRADE

LOOSENED SOIL. DIG AND TURN THE SOIL
TO REDUCE COMPACTION TO THE AREA
AND DEPTH SHOWN

EXISTING SOIL

T1 N.T.S.



